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FOR DI, BRASS KNOB, DOCR, DM 4, DIN, SAC HQS, OMAHA. FROM NATIONAL
PHOTOGRAPHIC INTERPRETATION CENTER.

1. CAMERA B 7 WAS USED IN MISSION 3677 FLOWN ON 28 JULY 1963;
PROCESSING WAS ACCOMPLISHED BY BARKSDALE.

2., ORIGINAL NEGATIVE:

A. THE EXPOSURE IS ADEQUATE ANWD THE RESOLUTION IS GOOD.

B. OR SIDE: A ROW OF MINUS DENSITY DOTS IS NOTED THROUGHOUT

THIS MISSION, THESE DOTS ARE #4.6" FrROM, AND PARALLEL TO, THE INBOARD

EDGE OF THE FILM, AND THEY ARE SPACED 1.55" APART. AN INTERMITTENT
MINUS DENSITY STREAK OCCURS Z.14" FROM, AND PARALLEL TO, THE INBOARD
EDGE THROUGH THE FIRST 1865 FRAMES. NUMEROUS EMULSION BLISTERS
ARE NOTED THROUGHOUT THIS SIDE. PROCESSING STREAKS ARE PRESENT

THROUGHOUT THE MISSION, AN INTERMITTENT FINE SCRATCH OCCURS 1.2"
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FROM, AND PARALLEL TO, THE INSOARD EDGE:f

THREE FOGGED PATCHES (POSSIBLE LIGHT 3 'AKS) ARE NOTED ON THIS

ROUGH THE ENTIRE MISSION.

SIDE, TWO OF THESE FOGGED PATCHES ARE ON FRAME 21862, THEY ARE WEDGE
SHAPED AND EACH APPEARS ADJACENT TO A FILM EDGE. THE THIRD FOGGED

AREA (PROJECTILE SHAPED) IS ON FRAME 722 AND IS LOCATED APPROXIMATELY

IN THE CENTER OF THE FORMAT, EFFECI;I‘-NG 430UT 18 SQUARE INCHES OF

=

FILM.

C. OL SIDE: TWO ROWS OF MINUS DENSITY DOTS ARE PRESENT
THROUGHOUT THIS SIDE. ONE OF THESE ROWS IS 2" FROM, AND PARALLEL TO,
THE INBOARD EDGE AND THE OTHER ROW IS éﬁﬁkﬁox, AND PARALLEL TO, THE
OUTBOARD EDGE., THE SPACING BETWEEN DOTS IS 1.55" IN BOTH ROUWS.
INTERMITTENT ROLLER STATIC IS PRESENT ALONG THE INBOARD EDGE
THROUGHOUT THE MISSION., A CHEMICAL STAIN 3™ BY 1.5" IS NOTED ON
FRAMES 1443 AND 1448, AN EMULSION DIG IS NOTED ON FRAME 2748,
MINOR PROCESSING STREAKS OCCUR THROUGHOUT THIS SIDE.

D. THERE WERE NO MAJOR CAMERA MALFUNCTIONS OR PROCESSING
PROBLENMS.

3. POSITIVE:

A. PI SUITABILITY IS GOOD. PRINTING AND PROCESSING ARE GOOD.

B. CLOUDS OBSCURE OR IMPAIR APPROXIMATELY 25 PERCENT OF THIS
MISSION,
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END OF MESSAGE

(ABOVE MESSAGE ALSO PASSED TO CIA WATCH ASP/RR)
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